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*PLEASE READ ALL INSTRUCTIONS AND WARNINGS PRIOR TO ASSEMBLING, 
INSTALLING, AND USING THIS PRODUCT* 

Warning 
 

Always check for wires, fuel tanks and lines, brake lines and other important vehicle 
functionality items prior to drilling and installing all products.  

Tools Needed 
 

3/8έ Socket and Wrench Phillips Driver 
тκмсέ {ƻŎƪŜǘ ŀƴŘ ²ǊŜƴŎƘ мκнέ {ƻŎƪŜǘ ŀƴŘ ²ǊŜƴŎƘ 
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Before You Begin 

¶ Read all instructions.  

¶ Have vehicle specific mounting installed on vehicle. 

¶ DO NOT EXCEED MANUFACTURERS WEIGHT CAPACITY FOR ROOF. 
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Parts 
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Parts (Continued) 
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Hardware 
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Step 1 ς Place Front Bow 

¶ Place the front bow on top of the installed feet. Be sure bow is centered on the vehicle.  

¶ The same slot, but on opposite sides of the bow will be used to attach the bow to the feet. 
These slots will vary based on which vehicle the ladder rack is being installed on. 

 

¶ .ƻƭǘ ǘƘŜ ŦǊƻƴǘ ōƻǿ ǘƻ ǘƘŜ ŦŜŜǘ ǳǎƛƴƎ оκуέ Ȅ оκпϦ ƘŜȄ ƘŜŀŘ ōƻƭǘǎΣ оκуέ ƭƻŎƪ ǿŀǎƘŜǊǎ ŀƴŘ 
оκуέ flat washers that are included in the vehicle mounting kit. Pivot the ladder pan out of 
the way to access the mount locations on the passenger side. 

¶ Snug tighten, but allow movement.  
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Step 2 ς Place Rear Bow 

¶ Place the rear bow on top of the installed feet. Be sure bow is centered on the vehicle.  

 

 

¶ The same slot, but on opposite sides of the bow, will be used to attach bow to the feet. 
These slots will vary based on which vehicle the ladder rack is being installed on.   

¶ .ƻƭǘ ǘƘŜ ǊŜŀǊ ōƻǿ ǘƻ ǘƘŜ ŦŜŜǘ ǳǎƛƴƎ оκуέ Ȅ оκпϦ ƘŜȄ ƘŜŀŘ ōƻƭǘǎΣ оκуέ ƭƻŎƪ ǿŀǎƘŜǊǎ ŀƴŘ 
оκуέ flat washers that are included in the vehicle mounting kit. Pivot the ladder pan out of 
the way to access the mount locations on the passenger side. 

¶ Snug tighten, but allow movement. 
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Step 3 ς Install Torque Tube 

¶ Measure the minimum distance between the front and rear bow as shown below.  

¶ LŦ ǘƘŜ ŘƛǎǘŀƴŎŜ ƛǎ ŀǇǇǊƻȄƛƳŀǘŜƭȅ ртέΣ ƻƴƭȅ ǘƘŜ ƭƻƴƎ ǘƻǊǉǳŜ ǘǳōŜ ǿƛƭƭ ōŜ ƴŜŜŘŜŘΦ LŦ ǘƘŜ ŘƛǎǘŀƴŎŜ 
ƛǎ ŀǇǇǊƻȄƛƳŀǘŜƭȅ унέΣ the torque tube and the extension will be needed.  

Note: The extension is being used in the picture below. 

¶ .ƻƭǘ ǘƘŜ ǘƻǊǉǳŜ ǘǳōŜ ǘƻ ǘƘŜ ŦǊƻƴǘ ŀƴŘ ǊŜŀǊ ōƻǿ ǳǎƛƴƎ мκпϦ Ȅ тκуέ ƘŜȄ ƘŜŀŘ ōƻƭǘǎΣ мκпϦ Ŧƭŀǘ 
washers and 1/4" lock nuts. Repeat this process if the extension is being used. 

¶ Snug tighten, but allow movement. 

  














