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HOI.rnan. Instructions i 4A99H

*PLEASE READ ALL INSTRUCTIONS AND WARRINES O ASSEMBLING,
INSTALLING, AND USING THIS PRODUCT*

Warning

ﬁ Always check for wires, fuel tanks and lines, brake lines and other important vehicle
functionality items prior to drilling and installing all products.

Tools Needed

3/8¢ Socket and V\{renqh Phillips Driver
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Before You Begin

 Read all instructions.

1 Have vehicle specific mounting installed on vehicle.
1 DO NOT EXCEED MANUFACTURERS WEIGHT CAPACITY FOR ROOF.
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Holman

Instructions i 4A99H

Parts
N2y PART NUMBER | DESCRIPTION |QTY.
A 4A99H-Rear-1 ifgrﬁglg ]
B 40993-24 Torque Tube 1
& 4A93L-7 i@?el;’gﬁ ]
D 40993-43 Actuator 1
E 40993-44 A*'S'Se”rﬂ'gy ]
F 4099340002 | gcutator |
& 4A99H-Front-1 E{gg‘rﬁgg ]
H ipgays | Tgueiube |
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HOl.rnqn. Instructions i 4A99H

Parts(Continued)

ILE(SA PART NUMBER | DESCRIPTION | QTY.

Ladder Hook-
4A900-35 Top 2

Ladder Hook-
K ” 4A900-36 Base 2

4A900-30-004-R3| Ladder Stop ©;

18-4A99H HARDWARE |

For Technical Support Call: 88403-7486 MondayFriday 7AM- 4 PM (PST) Paget



Holman

Instructions i 4A99H

Hardware
i TO SCALE PARTNUMBER | DESCRIPTION |QTY.

5/16"-18 x 3/4"

1 91286A154 Hes Mt 4

2 90126A030 5/16" Flat Washer| 8
5/16" Split Lock

3 91102A755 1122 ol 4

4 5/16-18 x 1-3/4" | ,

Hex Head
5 95615A160 5/16"-18 Nyloc 9
1/4"-20 x 7/8" Hex

é 92865A541 ks 11

7 90126A029 1/4" Flat Washer | 20

8 95615A120 1/4"-20 Nyloc 9
1/4" Split Lock

9 91104A029 W s 2
#10-24 x 5/8"

10 90272A244 Phillios Head | 4

11 90631A011 #10-24 Nyloc 4

14 Handle Holder | 2

1171A72 Clip
BH-821 Sealant ]
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HOl.rnan. Instructions i 4A99H

Step 1Ic Place Front Bow

Place the front bow on top dhe installed feet. Be sure bow is centered on the vehicle.

The same slot, but on opposite sides of the bow will be used to attechowto the feet.
These slots will vary based on which vehicle the ladder rack is being installed on.

. 2f0 GKS FTNRYy(O o626 (G2 GKS FSSG dzaAy3a o
0 K flat washers that are included in the vehicle mounting Ritza the ladder parout of
the way to access theount locationson the passenger side

Snug tighten, but all@ movement.

< EQUAL € EQUAL >
e oo o o *(O ° ™, ]
U X, U

For Technical Support Call: 8803-7486 MondayFriday 7AM- 4 PM (PST) Pageb



HOl.rnan. Instructions i 4A99H

Step 2 Place Rear Bow

1 Place the rear bow on top dfie installed feet. Be sure bow is centered on the vehicle.

1 The same slotyut on opposite sides of the bawvill be used to attaclbow to the feet.
These slots will vary based on which vehicle the ladder rack is being installed on.

T .2t0 0KS NBINIo0o2¢g G2 GKS FSSG dzaAy3d ok
o K flat washers that are included in the vehicle mounting Rikzotthe ladder parout of
the way to access the mount locations on the passenger side.

1 Snug tighten, but allow movement.
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HOI.rnan. Instructions i 4A99H

Step X Install Torque Tube

1 Measure the minimum distance between tfr®nt and rear bow as shown below.

TLT GKS RA&GHYOS A& | LIINBEAYIOGStE prézx
A& | LILINE E thevidrqueStiibé anghe éxEnsion will be needed.
Note: The extension i®eingused in the picturebelow.

 .2t0 GKS (02NJjdzS (dzoS G2 0(0KS FTNRYy(d FyR |
washers and 1/41ock nuts. Repeat ths process if the extension is being used.

1 Snug tighten, but allow movement.
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